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CLASS ”A”CDNCRETE
POURED IN PLACI
PRECAST EUNCHETE UNIT

PERVIOUS BACKFILL ABOVE THIS ELEVATION
MAX. OEPTH 1000 mm

THIS DIMENSION MAY BE
INCREASED TO 48 mm AT THE

DIRECTION OF THE ENGINEER

CLASS "A'" CONCRETE
/OR PRECAST UNIT
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NORMAL FINISHED GRADING

138, 275 515 275 130 GRADING T0 BE VARIED
ADJACENT TO CATCH BASIN
S I [ I AS DIRECTED
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I 305 515 + 305 OTHERWISE UNDER TRAV-
2 ' ! ELWAY 508 mm; UNDER UN-
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BT PROOFING ON 4 WALLS.
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= I~ PRECAST CONCRETE UNITS, BRICK, CLASS “A” CONCRETE,
z MASONRY CONCRETE UNITS. WHERE BRICK OR MASONRY CONCRETE
S i— UNITS ARE USED CDRBELINB WILL BE PERMITTED.

2 . . . . . . MAXIMUM CORBE mm. ND PROJECTION
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SECTION B-B

PRECAST CONCRETE UNIT NOTES:
1. PRECAST CONCRETE UNITS MAY BE USED IN PLACE OF MASONRY UNITS WITH
THE FOLLOWING CONDITIONS:
a) WALL THICKNESS SHALL BE AT LEAST 205 mi
b) FOR WALL THICKNESS LESS THAN 265 mm, REINFDRCEMENT AND KEYWAYS WILL
BE NECESASARY. FOR DETAILS SEE STANDARD SHEET NO. M5@7-H,
c) ANY JOINTS SHALL BE HORIZONTAL AND SHALL BE MORTARED.
d) THE DIMENSIONS MAY BE VARIED PROVIDED THAT THE INSIDE DIMENSIONS OF
OF THE UNITS ARE GREATER THAN THE MINIMUM INSIDE DIMENSIONS SHOWN.
NOTES:
L. ALL DIMENSIONS ARE I[N MILLIMETERS (mm)EXCEPT AS NOTED.
2. FOR DETAILS OF FRAME AND GRATE, SEE STANDARD SHEET M507-K,
3. WALLS OF ALL CATCH BASINS OVER 3 m DEEP TO BE INCREASED TO 305 mm.
INSIDE DIMENSIONS TO REMAIN THE SAME.
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M507-J
TYPE "C-L" CATCH BASIN




